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WGS 300

The compact “All Rounder“

Money changing systems | Cash handling and payment systems
Cash machine systems | Service machines

Customer-specified solutions
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	Modular design 

	Banknote and coin handling

	Easy operation via touchscreen

	Flexible installation

	Pin-Pad terminal 



GeWeTe GmbH
Zum Lindenbusch 5
53894 Mechernich, Germany
info@gewete.com
phone +49 (0) 22 56 - 30 00 0
fax +49 (0) 22 56 - 30 00 25
www.gewete.com80
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Dimensions and weights
(all data indicated are only
approximate)

Dimensions
(height/width/depth)

100/62/42 cm
Height with base cabinet
170 cm

Floor plate
(width/depth)

91/75 cm

Weight
Cabinet   105 kg
Base cabinet   40 kg
Floor plate    44 kg

WGS 300

The compact “All Rounder“.

	Modular design
 Fully functional money changing system 
 with modular design for ease of use. 

	Banknote and coin handling
 Acceptance and payout of coins and 
 banknotes. 

	Choice of banknote validator:
 JCM EBA 40
 With cashbox for approx.
 400 or 600 banknotes.

 JCM iPRO (without recycler)
 With cashbox for approx.
 600 or 1,000 banknotes.

 JCM iVIZION
 With cashbox for approx.
 600 or 1,000 banknotes.

	Choice of banknote recycler/dispenser:
 Merkur Dispenser 100
 Three banknote values each with a
 maximum recycling capacity of 34 bank-
 notes and cashbox for approx. 400 or 550 
 banknotes.
 JCM iPRO-RC (with recycler)
 Two banknote values each with a
 maximum recycling capacity of 100
 banknotes and cashbox for approx. 400 or 
 1,000 banknotes. Bulk loading of the note 
 recycle system.

	Choice of banknote dispenser:
 Single banknote dispenser
 Single cassette with a capacity of approx. 
 1,000 notes of one denomination.
 Dual banknote dispenser
 Two cassettes with up to two note
 denominations. The cassette capacity is 
 approx. 1,000 notes and 1,700 notes
 respectively. (optional lockable cassettes).

	Coin acceptor with 2-way sorting
 system (Hopper plus coin cash box)

	Coin-Dispensing
 Universal hopper for dispensing up to four 
 coins and / or tokens. Two or three 
 hoppers can be fitted with large ex-
 tensions, enabling a capacity of approx. 
 30,000 coins.

	Flexible installation
 Installation can be wall mounted  or as 
 floor standing unit with base cabinet. 

	Options:

 Thermal printer 
 for receipts and statistic-reports.

 Base cabinet 
 with storage or with banknote dispenser.

 Individual front panel
 In UV direct printing with seal or VA cover 
 with cutout for your own logo and
 personalised wording.

 Integrated PinPad terminal 
 for payments with credit and debit cards.

Hard- and software

	Internal PC control
 With a Linux based application.

	7“ TFT colour display
 For simple interactive user navigation.
 
	Web-browser technology
 Software settings possible from
 anywhere in the world.

	Network technology
 Wireless remote access via WiFi and
 UMTS possible.

	Various setting options via the web 
 interface:
 Calling up statistic reports, viewing log 
 data, resetting faults, E-Mail notification of 
 events and much more.


